COSHH REGULATIONS 1999 & EH 40/97

MATERIAL SAFETY DATA SHEET

1. SUPPLIER: Armstrong World Industries Ltd
Building Products Division
Armstrong House
38 Market Square
Uxbridge
Middiesex UB8 1NG

7 0800 371849

Material: Armstrong Building Products, Hard Mineral Ceiling Tiles

2. COMPOSITION:

Perlite, Starch, Clay, Mineral Wool, Paper Pulp, Binders, Stabilisers, and with thin decorative
coverings.

3. HAZARDS IDENTIFICATION:

None if used in accordance with the suppliers instructions. If creating excessive dust, which is in
an occupational exposure level exceeding 5mg/m3 (or 2 fibres/mi) of inhalable dust when
averaged over an 8-hour time period, respiratory protection should be worn.

All Armstrong hard fibre ceiling products containing mineral wool comply with the exemption from
labelling provisions of EU Directive EN.97/69 for Man Made Mineral Fibres (MMMF).

If excessive dust occurs :

Oral: May cause irritation and discomfort

Skin: Prolonged and repeated contact may cause irritation
Eyes: May cause transient irritation

Inhalation: Dust may cause irritation in the respiratory tract

No hazard is known of the long-term effects of over-exposure under conditions of good industrial
hygiene.

4. FIRST AID MEASURES:

Ingestion: Give plenty of liquids to drink - if symptoms develop, seek medical attention

Skin Contact: Rinse for at least 1 minute before washing thoroughly. If allergic reaction
develops seek medical attention

Eye Contact: Irrigate for at least 15 minutes — seek medical attention if symptoms persist

Inhalation: Remove to fresh air.

Page 10f 3






